


(*) Steady state duty. (**) Total harmonic distortion between phases, no-load or on-load (non-distorting).

(***) Also offering multi-voltage/60 Hz/1800 RPM.

H

2/3

2 /4 (Optional)

IP 23

≤ 1000 m

120% for 2 mins
30.28 m /s

SHUNT 

R120 / R150

R250 (Optional)

±1%

< 2%

< 50

 H / 125° C 45 50 62.5 82.5

 F / 105° C 40.5 45 56.2 74.2

 H / 163° C 49.5 55 68.7 90.7
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(*) Steady state duty. (**) Total harmonic distortion between phases, no-load or on-load (non-distorting).

(***) Also offering multi-voltage/60 Hz/1800 RPM.

H

2/3

6/12 (Optional)

IP 23

≤ 1000 m

120% for 2 mins

0.28 m3/s

SHUNT / AREP (Optional)

R120 / R150 / R180 (Optional)

± 1%

300 % of FLC for 10 s (AREP)

< 2%

< 50

 H / 125° C 70 75 82.5 100 125 140 160

 F / 105° C 63 68 75 90 113 126 144

 H / 163° C 77 82.5 90.7 110 137.5 154 176
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NIA/MKT/CAT/LSAP44.3/OCTOBER18/D

According to IS : 13364, I.E.C. 60034-1/34-2. The values indicated are typical.

Type LB Xg H Weight (Kg) 
Approx. 

Centre 
Height (H) A AB AA C CA K 

LSAP 44.3 A 640 280 225 270 225 356 430 120 332.5 40 18.5

LSAP 44.3 B1 640 280 225 285 270 406 474 150 405 50 20

LSAP 44.3 B2 640 280 225 285

LSAP 44.3 C 680 313 225 324 Flex Plate 10 11.5 14 

LSAP 44.3 D 680 329 225 368

LSAP 44.3 E 750 353 270 393

LSAP 44.3 H 790 383 270 471 

Flange S.A.E 2 ü ü X

Flange S.A.E 3 ü ü X

Flange S.A.E 1 X X ü

S.A.E N M XBG DISC BX U AH

2 447.68 466.72 12 10 314.32 295.28 53.8

3 409.58 428.62 12 11.5 352.42 333.38 39.6

1 511.18 530.22 12 14 466.72 438.15 25.4 

  MECHANICAL DATA

44.3 H




